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Abstract--In storm waterways and at dam outlets, high-velocity supercritical flows are characterized by 
substantial air bubble entrainment. The entrainment of  fine air bubbles and the strong turbulent mixing 
contribute both to the air-water transfer of  volatile gases (e.g. oxygen, nitrogen, VOC). The paper 
describes new experimental data obtained in a 25 m long channel with a 4 ° slope. The analysis of  the data 
provides new information on the air-water flow properties and on the distributions air-water interface 
area. Although the amount of entrained air is small (i.e. typically Cme,, < 0.12), the specific air-water 
interface area can reach over 100 m 2 per unit volume of  air and water. The results are compared with 
an earlier prediction (Chanson, 1994) and confirm the significant contribution of  air entrainment to 
air-water gas transfer in supercritical chute flows. © 1997 Elsevier Science Ltd. 
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NOMENCLATURE 

a =  specific interface area (m -~) defined as the 
air-water surface area per unit volume of  air 
and water 

C = air concentration defined as the volume of  air 
per unit volume of  air and water; it is also 
called void fraction 

Cmean = mean air concentration defined in term of  
Ygo:d = Ygo(1 - Croon,) 

ch = chord length (m) 
chab = air bubble chord length (m) 

(ch,b)m~x = maximum chord length (m) detected during the 
scanning time t 

(Ch,b)Nm = mean bubble size (m) or the number mean size 
defined as 

U.b 

ni(Chab)i 
i=1  

(chab)~Ms 
~ b  

~ n, 
i=1  

d =  (l) flow depth (m) measured perpendicular to 
the flow direction 
(2) characteristic water flow depth (m) defined 
a s :  

d = f0rg°(l - C)dy 

do = flow depth (m) at the channel intake 
Fr = Froude number 
g =  gravity constant: g =  9.80m/s 2 in Brisbane, 

Australia 
i = integer 

Nab = number of air bubbles 
n~ = number of air bubbles in interval i 

*[Fax: +61 7 3365 4599]. 

qw = water discharge per unit width (m2/s) 
t = (1) time (s) 

(2) scanning time (s) 
V = velocity (m/s) 

Vg0 = characteristic velocity (m/s) where C = 0.9 
W = channel width (m) 
x = distance (m) along the channel bottom from the 

channel intake 
Ygo = characteristic air-water flow depth (m) where 

C = 0 . 9  
y = distance (m) measured normal to the flow 

direction 
3 = boundary layer thickness (m) 

Subscripts 

air = air flow 
o = intake flow conditions 
w = water flow 

INTRODUCTION 

A n  i m p o r t a n t  p a r a m e t e r  in the  a s sessmen t  o f  the  
wa te r  qual i ty  o f  r ivers a n d  s t r eams  is the  d issolved 
oxygen  (DO)  concen t r a t ion .  In  r unn i ng  wate rs  
(e.g. s t reams,  rivers),  m o s t  d isso lved  oxygen  is 
der ived f r o m  free-surface  ae ra t ion  (i.e. gas  t ransfer  
at  the  free surface).  Supercr i t ical  o p e n  channe l  f lows 
con t r ibu te  subs tan t ia l ly  to the  mass  t r ans fe r  p rocess  
in rivers and  s t reams.  They  are  charac te r ized  by 
s t rong  tu rbu len t  mix ing  a n d  a large a m o u n t  o f  air 
bubb le  en t r i anmen t .  A i r - w a t e r  gas t ransfer  ac ross  the  
air  bubb le  in terface  is p r e d o m i n a n t  as the  ne t  surface 
area  o f  t h o u s a n d s  o f  t iny bubb les  can  be  very 
i m p o r t a n t .  

A l t h o u g h  a large a m o u n t  o f  d a t a  is avai lable  to 
p red ic t  the  a i r - w a t e r  f low p rope r t i e s  o f  supercr i t ical  
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flows (e.g. Wood,  1991; Chanson,  1994), there is little 

informat ion on the a i r -water  interface area and 
bubble size distributions within the flow. Wilhelms 
and Gulliver (1989) and Chanson (1995) discussed 
the a i r -water  gas transfer process. Gulliver et al. 

(1990) and Chanson  (1994) at tempted to derive 
bubble size predictions. However,  the accuracy of  
these methods  is still somewhat  questionable. 

In the paper,  new experimental results obtained in 
a 25 m long flume are presented. Highly sensitive 
instrumentat ion (conductivity probe) was used to 
detect bubbles as small as 0.1 mm. Full details o f  the 
results were reported in Chanson and Cummings 
(1996). 

MATERIALS AND METHODS 

Experimental appara,~us 

New experiments were conducted in a 25 m long channel 
with a 4.0 ° slope located in the Hydraulics-Fluid Mechanics 
Laboratory of the University of Queensland. The flume was 
0.5 m wide and made of planed wooden boards. Waters was 
supplied in a closed-circuit system with an electronically 
controlled pump, enabling a fine discharge adjustment. The 
water discharge was measured with a Dall tube flowmeter. 
Flow to the flume was fed through a smooth convergent 
nozzle (1.7 m long). The nozzle had a flat bottom, aligned 
with the flume bottom, two elliptic convergent side-walls 
and an elliptic convergent roof. The nozzle exit was 30 mm 
high and 0.5 m wide. The measured contraction ratio was 
approximately unity: the flow depth at the open-channel 
intake was 30 mm. 

Instrumentation 

Clear-water velocities were measured with a Pitot tube 
(3.3 mm external diameter). Air-water velocity and air 
concentration distributions were recorded using a dual-tip 
conductivity probe. The double-tip conductivity probe was 
developed at the Hydraulics-Fluid Mechanics Laboratory of 
the University of Queensland. The probe consists of two 
identical tips with an internal concentric electrode (of 25/~m 
diameter) made of platinum and an external stainless steel 
electrode of 200 #m diameter. The tips are aligned in the 
flow direction and the distance between tips is 7.42 mm. 
Both tips are excite6 by an electronic circuitry (AS25240) 
which was designed with a response time of less than 10/~s 
and was calibrated with a square wave generator. 

The translation ofl:he probe in the direction normal to the 
channel bottom was controlled by a fine adjustment 
travelling mechanism connected to a Mitutoyo digimatic 
scale unit (ref. no. 572-503). The error on the vertical 
position of the probe was less than 0.01 mm. The system 
(probe and travelling mechanism) was mounted on a trolley 
travelling parallel to the channel bottom (accuracy of about 
Ax = 1 cm). 

Data processing 

At each position {x,y} measurements were recorded using 
the double-tip conductivity probe with a scan rate of 40 kHz 
per channel for a 5.12 s scan period. The air concentration 
C was compared as the probability of encountering air at the 
leading tip of the probe. The mean air-water velocity V was 
computed using a cross-correlation technique. The cross- 
correlation function between the two tip signals is maximum 
for the average time taken for an air-water interface to 
travel from the first tip to the second tip. The velocity is 
deduced from the time delay between the signals and the tip 
separation distance. 

The chord length* distributions were also recorded. A 
dual-tip conductivity probe, used to measure air bubble 
size characteristics, detects only the bubble chord lengths. 
If the bubbles are small and spherical, the bubble diameter 
probability distribution can be deduced from the bubble 
chord probability distribution (e.g. Clark and Turton, 
1988). In the present investigation, the flow field was 
investigated for void fractions between 0 and 90%. In the 
region of high concentrations, the structure of the air-water 
mixture is definitely not bubbly (e.g. Volkart, 1980; Wood, 
1991). For these reasons only the "bubble chord length" 
data are presented. 

The chord lengths were calculated at the 50% threshold 
between air and water, assuming that the bubble velocity 
equals the local mean air-water velocity. 

The air-water interface area was calculated as: 

4Nab 
a =  V t '  (1) 

where Nab is the number of detected air bubbles'~ during the 
scanning period t and V is the mean air-water velocity. 
Equation (1) equals the specific interface area of 
spherical-bubble mixtures. In high air concentration regions 
(C > 0.34).4), the flow structure is more complex and 
equation (1) is not exactly equal to the specific interface 
area. Equation (1) simply becomes proportional to the 
number of air-water interfaces (i.e. 2N, b) per unit length of 
air-water mixture (i.e. Vt): it still gives some indication of 
the air-water interface area. 

EXPERIMENTAL RESULTS 

Experiments were performed with discharges per 
unit width between 0.142 and 0 .164m 2 s -~ with an 
intake flow depth do = 30 mm. For  such discharges, 
the bot tom boundary layer was fully developed at 
approximately 2.2-2.7 m downstream of  the channel 
intake. The quantity of  entrained air (or mean air 
concentration) was maximum at approximately 
x = 4 m. Downst ream of  that  location, the mean air 
content  decays gradually as the flow is decelerated 
(see Table 1 and Fig. 1). Figure 1 shows one set o f  

experimental results for the mean air concentrat ion.  
Typical air concentrat ion and velocity distributions 

are shown in Fig. 2. The measurements were 
performed on the centreline. They are presented as 

Table 1. Summary of air-water flow characteristics for q. = 15 m2/s, 
= 4 degrees 

x Ygo Vgo (a)~x y/Y~ C 
m C .... m m/s m-t (t) (t) 
(1) (2) (3) (4) (5) (6) (7) 

4 0.12 0.035 5.03 106 0.91 0.64 
12 0.10 0.0446 4.24 71 0.90 0.47 
23 0.09 0.0481 3.76 73 0.91 0.48 

(t): at the location of maximum specific interface area [i.e. a = (a)m,~]. 
(a)~a,: maximum air-water interface area at each cross-section. 

*The bubble chord length is the length of the straight line 
connecting the two intersections of the air bubble free 
surface with the leading tip of the probe, as the bubble is 
transfixed by the probe's sharp edge. 

tAn air bubble is a "volume" of air detected by the 
leading tip of the probe between two consecutive 
air-water interface events. It is an air volume surrounded 
continuously or not by water interfaces. 
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Fig. 1. Sketch of the open channel flow. 

x (m) 

C =f(y/Ygo) and V/Vgo =f(y/Ygo) wkere Ygo is the 
distance normal  to the bo t tom where C = 0.9 and  Vgo 
is the characterist ic velocity at  Yg0. The dis t r ibut ions 
of  air conten t  exhibit  a smooth  shape while the 

velocity profiles follow closely a one-sixth power law 
(Chanson,  1994). 

Figure 3 shows bubble  chord  dis t r ibut ions at 
various posit ions a long the flume. For  each figure, the 

m, Fr  o = 9.2 
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Fig. 2. Air concentration distributions and air-water velocity distributions, with q, =0.150m2/s, 
do = 0.03 m, Fro = 9.2. 
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Fig. 3. Chord length distributions at x = 12 m: (a) x = 12 m, y = 0.038 m, C = 0.074, V = 4.2 m/s, 
Nab= 168; (b) x = 1 2 m ,  y=0 .04m,  C=0.24, V=4.2m/s,  Nab=331; (c) x = 1 2 m ,  y=0.042m,  

C = 0.42, V = 4.2 m/s, Nab = 387; (d) x = 12 m, y = 0.043 m, C = 0.64, V = 4.2 m/s, Nab = 383. 

caption provides the local air-water flow properties 
(C, II) and the number  of recorded air bubbles Nab 
during the scan l:¢riod (t = 5.12 s). The histogram 
columns each represent the probability of a bubble 
chord length in a 1 mm interval. For  example, the 
probability of bubble chord length from 4 to 5 mm is 
represented by the: column labelled 5 mm. In Fig. 3, 
the broad spectrum of bubble chord lengths at each 
location {x,y} should be noted. Furthermore, the 
distributions are :skewed with a preponderance of 
small bubble sizes relative to the mean. 

Experimental results of  specific air-water interface 
area are plotted irt Fig. 4. The results show that the 
specific interface area can reach large values (i.e. up 
to 106 m 2 per unit  volume of air and water) although 

the mean air concentration Cmea, is moderate (i.e. 
C~oa. <0.12).  Furthermore, the interface area in- 
creases with increasing distance from the channel 
bottom (and increasing air concentration) up to a 
maximum (Table 1) and then decreases in the upper 
flow region. Note that the flow properties (C,V,a) 
were investigated for C < 0.9 (i.e. y < Y9o). For  
y > Yg0, the air-water flow is primarily a form of fine 
spray, and the conductivity probe measurements are 
not accurate. 

DISCUSSION 

Mean and maximum air bubble sizes 

The dimensionless distributions of number  mean 
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Fig. 4. Dimensionless specific interface area aYgo as a function of y/Ygo; comparison with equation (4). 

chord length size* (NMS) and maximum chord 
length size are presented in Fig. 5. Figure 5 shows 
that both the number mean size and the maximum 
size increase with increasing distance from the 
channel bottom and with increasing air content. Note 
also the rapid increase of  bubble size in the high 
air-content region (i.e. C > 0.3~).4) as illustrated in 
Fig. 5(a). 

For  all the experiments, the ratio of  the maxi- 
mum bubble size over the number mean size 
typically ranges from two to 12. The results are 
best correlated by: 

/ Y \:.64 
(Chab)max - -  1 + 7.141~90/\ ,] , (2) 
(ch.b)NM~ 

with a correlation of  0.782. 

Comparison with other results 

The author (Chanson, 1994) developed a crude 
model to estimate the maximum bubble size in 
self-aerated flow. Assuming that the bubble size is of  
the order of  magnitude of  the mixing length of  the 

*The mean bubble size can be defined as the Sauter mean size, 
volume mean size or number mean size. The number 
mean size is a better representation of the smaller bubble 
sizes. It is used here because our interest lies in the 
air-water interface area and small air bubbles contribute 
more per unit volume that large bubbles. 

turbulent eddies responsible for bubble break-up, it 
yields: 

Yg0 ~[ ( We )e ~ Ygo,] (3) 

where (We)e = pw ~ Ygo/a, pw is the water density and 
a is the surface tension. 

Equation (3) is shown in Fig. 5(b). In the low 
air-content region (i.e. C < 0.3-0.4), equation (3) 
provides some information on the order of  magnitude 
of  the mean bubble size, but underestimates the 
maximum size. 

Gulliver et al. (1990) re-analysed high-speed 
photographs of  a sectional view of  self-aerated flows 
through a glass side-wall. The photographs were 
taken by Straub and colleagues (1953, 1956, 1958). 
The analysis of  Straub's photographs suggested that 
the maximum bubble size (defined such that 95% of  
the total air volume is encompassed by bubbles of  
smaller size) was about 2.7 mm, independent of  the 
distance y from the channel bottom, with most 
bubble sizes being between 0.7 and 2.7 mm. 

The present investigation shows clearly that the 
range of  bubble sizes is broader (Figs 3 and 5). It is 
a function o f  the distance from the channel bot tom 
and of  the local air concentration. The writer believes 
that the analysis of  Gulliver et al. (1990) was based 
upon bubble size distributions in the side-wall 
boundary layer which is characterized by higher 
shear stress and smaller bubble sizes than on the 
centre-line. 
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Comparison with an air-water interface area model 

The author (Chanson, 1994) developed a rough 
estimate of  the specific air-water  interface in self- 
aerated flows: 

C 
a = 6 • - -  for C < 0.5 (4a) 

(dab)max 

a = 6 • (1 - C) for C > 0.5 (4b) 
(d~b)max 

where (dab)max was computed as in equation (2). 
Equation (4) is reported in Fig. 4. Although 
equation (4) is a very crude approximation, it is 
interesting to note the similarity of  shape between 
the data and equation (4) as well as the same order 
of  magnitude between the data and calculations. 

The experimental results suggest that self-aerated 
flows down open channels can entrain a substantial 
amount  of  air bubbles, and the cumulative air-water 
interface of  the bubbles is large. The present 
investigation shows that previous air-water  interface 
area calculations [i.e. equations (3) and (4)] are not 
accurate. However, they give the same qualitative 
trends for the distribution of  mean bubble size and 
specific interface area as the experimental results. The 
calculations also provide quantitative results of  the 
same order of  magnitude as the data. 

Altogether, the present study suggests that 
previous calculations of  air-water interface area and 
air-water  gas transfer (Chanson, 1994, 1995) are 
some form of reasonable approximation. 

CONCLUSION 

New measurements of  air-water  flow in open 
channels provide new information on the air-water 
flow properties. An accurate measurement technique 
based upon conductivity probes gives details of  
bubble chord lengths and chord length profiles. 

The bubble chord length distributions exhibit 
very broad ranges, suggesting the entrainment of  
both individual air bubbles and bubble clusters, air 
pockets and possibly the existence of  emulsified flow 
(i.e. foam). 

The analysis of  the velocity and chord length data 
enables us to estimate the local interface area. Typical 

results are presented in Fig. 4. The air-water interface 
area can reach very large values (i.e. more than 
100 m 2 per unit volume) despite the limited amount  
of  entrained air (i.e. Cmea, <0.12) .  Such results 
emphasize the contribution of  air bubble entrainment 
to the air-water gas transfer process in open channel 
flows. 

It is worth mentioning that the present analysis is 
based upon experiments performed in a large channel 
with high-velocity flows: i.e. a 25 m long channel 
(W = 0.5 m) with upstream Froude numbers ranging 
from 8.7 to 10.1. Such a geometry should preclude 
any scale effects as the size of  the experiment is close 
to most full-scale applications. 
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